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Abstract of DE1 9603863 

The method involves building up or lowering the 
pressure in at least one of the wheel brake 
wheels using electrical control. Certain thresholds 
are monitored which are related to parameters 
characteristic of a pressure built up for monitoring 
purposes In at least one operating state. The 
characteristic parameters are the signals from a 
brake pedal switch, the pressure in the main 
brake cylinder and a signal characterising the 
brake pedal displacement. Undissolved gas in 
the brake fluid is detected when an extension of 
the brake pedal displacement occurs at a certain 
main cylinder pressure. 
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@ Verfahren und Vorrichtung zur Oberprufung der Bremsanlage eines Fahrzeugs 

(§) E8 wird ein Veifahren und eine Vorrichtung zur OberprO- 
fung der Bremsanlage eines Fahrzeugs vorgeschlagen, bet 
welcher zur Erkennung ungelosten Gases Im Bremssystem 
wenfgstens e{ne cHarakterlstische GroSe fur dan Druckauf- 
bau wie Hauptbremszylinderdruck^ Bramspedalweg, Spel- 
cherdruckabfall etc. auf etnen vorgegebenen Grenzwert hin 
uberpruft wIrd und bei Oberschreiten dieses Granzworts von 
einer unzulassig groBen Menge ungelosten Gases im hy- 
draulischen Tail des Bremssystems ausgegangen wird. 
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